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1
SYSTEM TO COOL THE NACELLE AND THE
HEAT GENERATING COMPONENTS OF AN
OFFSHORE WIND TURBINE

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention generally relates to systems and
methods to cool the nacelle and the heat generating compo-
nents of an offshore wind turbine, with a provision to warm
them before a cold start-up. More particularly, the present
invention relates to a system to cool the air inside the nacelle
and to cool the heat generating components such as the driv-
etrain, the electrical generator, the converter, and the trans-
former of an offshore wind turbine. The system can also be
used to warm the air inside the nacelle and/or to warm one or
more of these components before a cold turbine start-up.

2. Related Art

A wind turbine converts the kinetic energy of the wind into
electrical energy through its rotor, drivetrain, electrical gen-
erator, and converter. An electrical transformer converts the
low voltage output from the converter into a high voltage
output before the output is sent to a substation at a wind farm.
A wind turbine nacelle houses these mechanical and electri-
cal components, namely, the drivetrain, the electrical genera-
tor, the converter, and the transformer (which is usually
located in the nacelle to reduce power loss due to low voltage
electrical transmission). The wind turbine nacelle also houses
the components of the hydraulic system needed for blade
pitching and nacelle yawing.

These components generate a significant amount of heat
while the wind turbine is operating. For their protection and
their efficient operation, the heat generated by such compo-
nents has to be continuously removed. This is typically done
by circulating a coolant through the heat exchangers built into
these components. The coolant then transports the heat from
these components and dissipates it to the ambient air with the
help of air-cooled radiators mounted on the outside of the
nacelle. The coolant can be any fluid that is typically used in
low temperature heat exchangers, such as a mixture of ethyl-
ene glycol and water that does not freeze during cold weather.
The heat generated by the drivetrain, and that by the hydraulic
system, is dissipated to the coolant through liquid-to-liquid
heat exchangers in the lubricating oil and the hydraulic fluid
sumps, respectively.

In addition to dissipating the heat to the coolant, the wind
turbine components also dissipate heat from their outer sur-
faces to the surrounding air. Components such as the trans-
former dissipate the heat primarily to the surrounding air.
Thus, the air inside the nacelle needs to be either continuously
replaced by fresh cooler air (an open airflow system) or
cooled and re-circulated (a closed airflow system). In a tur-
bine with an open airflow system, typically used in onshore
turbines, the ambient air usually enters through one or more
inlets at the nacelle bottom, and the warmer air exits to the
outside through the outlets at the nacelle rear top. The outlet
fans help the airflow through the nacelle and over the heat
generating components. Thus, the ambient air is typically
used as the heat sink to cool the heat generating components
of a wind turbine.

SUMMARY OF THE INVENTION

In an offshore installation, because the sea water has a
higher heat capacity and is typically at a lower temperature
than the ambient air during the hot weather conditions, it is
advantageous to use the sea water as the heat sink instead of
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the ambient air. This can be accomplished by circulating the
coolant carrying the heat from the heat sources in the nacelle
through a heat exchanger at the tower bottom that is cooled by
the sea water. However, for capturing the maximum energy
from the wind, the nacelle is continually yawed (rotated about
avertical axis) so that the rotor blades are oriented towards the
wind direction. This interferes with the circulation of the
coolant from the nacelle to any heat exchanger at the tower
bottom.

The cooling system of the present invention can solve this
problem effectively, and uses the sea water as the heat sink for
dissipating the heat generated by the turbine components
housed in the nacelle. Moreover, in an offshore environment,
the ambient air has high humidity and carries water droplets
and salt particles with it. Therefore, a closed airflow system
such as the one disclosed by the present invention, where the
heat from the air inside the nacelle is dissipated to the coolant
through a liquid-to-air heat exchanger in the nacelle, can be
more effective in preventing equipment corrosion and elec-
trical short circuits than an open airflow system that is typi-
cally used onshore.

The present invention according to one aspect provides a
system to cool the air inside a nacelle and the heat generating
components housed in the nacelle in an offshore wind turbine.
An upper cooling circuit is disposed in the nacelle. A coolant
reservoir is positioned on a platform just below the lower part
of'the nacelle. The reservoir has a lid that freely rotates about
the vertical axis of the reservoir along with an inlet pipe and
an outlet pipe of the upper cooling circuit as the nacelle yaws,
the vertical axis of the reservoir being coincident with a yaw
axis of the nacelle. A lower cooling circuit is disposed below
the reservoir. Coolant is circulated through the upper cooling
circuit using a pump disposed in the nacelle. The upper cool-
ing circuit carries heat from the heat generating components
and from the air inside the nacelle to the reservoir. The lower
cooling circuit carries heat from the reservoir to the bottom of
the tower and dissipates the heat to the sea water through a
heat exchanger that is cooled by the sea water.

The present invention according to another aspect provides
a system to cool the air inside a nacelle and the heat generat-
ing components housed in the nacelle in an offshore wind
turbine. An upper cooling circuit is disposed in the nacelle
and is comprised of a plurality of independent cooling circuits
each having an inlet pipe and an outlet pipe. A reservoir is
disposed below the upper cooling circuit and has a lid that
freely rotates about a vertical axis of the reservoir along with
the inlet and outlet pipes of the upper cooling circuit as the
nacelle yaws, the vertical axis of the reservoir being coinci-
dent with a yaw axis of the nacelle. A lower cooling circuit is
disposed below the reservoir. Coolant is circulated through
the upper cooling circuit by a plurality of cooling pumps
respectively corresponding to the independent cooling cir-
cuits and being disposed in the nacelle. The coolant is circu-
lated through the lower cooling circuit using a coolant pump
disposed at a bottom of the tower. The upper cooling circuit
carries heat from the heat generating components and from
the air inside the nacelle to the reservoir. The lower cooling
circuit carries heat from the reservoir to the bottom of the
tower and dissipates the heat to the sea water through a heat
exchanger that is cooled by the sea water and a sea water
pump that circulates sea water through the heat exchanger.

The present invention according to another aspect provides
a method of cooling the air inside a nacelle and the heat
generating components housed in the nacelle in an offshore
wind turbine the wind turbine having an upper cooling circuit
and a lower cooling circuit that each share a reservoir dis-
posed between them, the reservoir having a lid. The method
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includes the steps of (1) rotating the 1id of the reservoir freely
about a vertical axis of the reservoir along with inlet and outlet
pipes of the upper cooling circuit as the nacelle yaws, the
vertical axis of the reservoir being coincident with a yaw axis
of'the nacelle, (2) circulating coolant through the upper cool-
ing circuit, and (3) carrying heat from the heat generating
components and from the air inside the nacelle from the upper
cooling circuit through the reservoir and the lower cooling
circuit to the bottom of the tower and dissipating the heat to
the sea water through a heat exchanger that is cooled by the
sea water.

The present invention according to another aspect provides
a system to warm the air inside a nacelle and the heat gener-
ating components housed in the nacelle before a cold start-up
of an offshore wind turbine. An upper cooling circuit is dis-
posed in the nacelle. A reservoir is disposed below the upper
cooling circuit and has a lid that freely rotates about a vertical
axis of the reservoir along with inlet and outlet pipes of the
upper cooling circuit as the nacelle yaws, the vertical axis of
the reservoir being coincident with a yaw axis of the nacelle.
A lower cooling circuit is disposed below the reservoir. Dur-
ing cold weather conditions sea water is used to warm coolant
in the lower cooling circuit, transporting heat from the sea
water to the coolant in the reservoir, wherein the upper cool-
ing circuit transports the heat to the wind turbine components
in the nacelle to warm them.

Accordingly, the present invention relates to improved sys-
tems and methods for cooling the nacelle and the heat gener-
ating components of an offshore wind turbine with a provi-
sion to warm these components before a cold start-up. The
present invention can overcome the above-noted and other
drawbacks of the existing methods.

Further features and advantages of the present invention as
well as the structure and operation of various embodiments of
the present invention are described in detail below with ref-
erence to the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

The features and advantages of the present invention will
be more readily understood from a detailed description of the
exemplary embodiments taken in conjunction with the fol-
lowing figures:

FIG. 1 shows a cooling system for an offshore wind turbine
in accordance with an embodiment of the present invention.

FIG. 2 shows a cooling system for an offshore wind turbine
in accordance with an embodiment of the present invention.

FIG. 2A shows a partial expanded version of FIG. 2.

FIG. 3, which includes FIGS. 3A and 3B, shows a close-up
view of the coolant reservoir and its freely rotating lid in
accordance with an embodiment of the present invention.

The invention will next be described in connection with
certain exemplary embodiments; however, it should be clear
to those skilled in the art that various modifications, additions,
and subtractions can be made without departing from the
spirit and scope of the claims.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

Generally, the turbine cooling system of an embodiment of
the present invention is comprised of two cooling circuits, one
upper and one lower, that share a cylindrical reservoir. The
reservoir is hollow in the center and is positioned on a plat-
form inside the tower and just below the lower part of the
nacelle. The vertical axes of the reservoir and its lid are
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coincident with the nacelle yaw axis. Notably, the reservoir
lid can freely rotate about its axis.

The coolant can be any fluid that is typically used in low
temperature heat exchangers, such as a mixture of ethylene
glycol and water that does not freeze during a cold weather.
The upper cooling circuit carries the heat from the drivetrain,
the generator, and other heat generating components, as well
as the air inside the nacelle, and transports it to the reservoir.
The heat from the air inside the nacelle is dissipated to the
upper cooling circuit through a liquid-to-air heat exchanger.
The lower cooling circuit then carries the heat from the res-
ervoir to the tower bottom and dissipates it to the sea water
through a heat exchanger.

The wind turbine nacelle and the tower are sealed to mini-
mize the air leakage. Moreover, the air inside them is main-
tained at a slightly higher pressure than the ambient air. The
system is a closed airflow system except for a small amount of
ambient air treated for water droplets, salt content, and
humidity that is introduced into the tower at the bottom to
compensate for any air leakage.

The heat flow direction in the cooling circuits can be
reversed, if needed, such as before a turbine cold start-up.
During severe cold weather conditions, the sea water, which
is warmer than the ambient air, can be used to warm up the
coolant in the lower cooling circuit and thus transport heat
from the sea water to the coolant in the reservoir. The upper
cooling circuit then carries the heat to the drivetrain and other
components in the nacelle and warms them up. This can
reduce the time needed for a turbine cold start-up. The coolant
can be additionally heated in either of the cooling circuits by
electrical or by other means such as burning a fossil fuel to
speed up the turbine cold start-up.

As the nacelle yaws to direct the rotor blades towards the
wind direction, the inlet and outlet pipes of the upper cooling
circuit freely rotate inside the reservoir along with the reser-
voir lid. The hollow open space in the center of the reservoir
provides an access path for electrical lines, etc., between the
nacelle and the tower. Since the sea water is used as a heat
sink, and part of the cooling system of the present invention is
either attached to or at the bottom of the tower, the system of
the present invention can reduce the overall nacelle size and
weight.

The following describes more detailed examples of exem-
plary embodiments of improved systems and methods of the
invention for cooling the nacelle and the heat generating
components of the offshore wind turbine, and warming them
before a cold start-up. It is of course to be understood that the
invention is not limited to the examples shown and described,
and that various modifications may of course be made that are
within the spirit and scope of the invention.

FIG. 1 shows a cooling system 10 for an offshore wind
turbine in accordance with an embodiment of the present
invention. The system 10 is comprised of two cooling circuits,
anupper cooling circuit 12 and a lower cooling circuit 14, that
share a cylindrical reservoir 16. The reservoir 16 is hollow in
the center and is attached to a platform inside the tower 18 just
below the lower part of the nacelle 20. The vertical axes of the
reservoir and its lid are coincident with the nacelle yaw axis.
Notably, the reservoir 1id 22 can freely rotate about its axis. As
noted earlier, the coolant can be any fluid that is typically used
in low temperature heat exchangers, such as a mixture of
ethylene glycol and water that does not freeze during the cold
weather.

The nacelle is designed to yaw nearly about the vertical
axis of the tower so that the blades are oriented in the direction
of the wind. The nacelle can typically rotate back and forth
about two full revolutions in either direction (clockwise or
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anticlockwise looking down from above the turbine). If the
coolant were to be brought to the tower bottom, cooled, and
returned to the nacelle without a device such as a reservoir
with a rotatable lid as proposed in this invention, the coolant
pipes would interfere with the nacelle yawing. Even if flexible
tubes were used for the coolant flow, the nacelle yawing
would cause the tubes to wind and unwind constantly, which
could thereby result in tube failure. Moreover, the flexible
tubes may not able to handle the static pressure of the coolant
due to the significant height of the nacelle from the tower
bottom.

The upper cooling circuit 12 carries the heat from the heat
generating components, e.g., the drivetrain 24, the electrical
generator 26, the converter 28, the hydraulic fluid sump (not
shown), and the transformer 32, as well as from the air inside
the nacelle 20, and dumps the heat into the reservoir 16. The
heat generated by the drivetrain 24 and that by the hydraulic
system 30 is dissipated to the coolant through liquid-to-liquid
heat exchangers in the lubricating oil and the hydraulic fluid
sumps, respectively.

The coolant is circulated through the upper cooling circuit
12 by one or more coolant pumps 36. The heat from the air
inside the nacelle 20 is dissipated to the coolant through the
air-to-liquid heat exchanger 34. One or more blowers help
direct the cooler air exiting this heat exchanger 34 onto the
outer surfaces of the drivetrain 24, the generator 26, the con-
verter 28, and the transformer 32, thereby cooling these com-
ponents from the outside.

Two embodiments are described herein for the upper cool-
ing circuit. In one embodiment, as shown in FIG. 1, the upper
cooling circuit uses only one coolant pump 36, and one inlet
and one outlet to the reservoir 16. In FIG. 1, the inlet pipe for
the upper cooling circuit 12 is labeled A, the outlet pipe for the
upper cooling circuit 12 is labeled B, the inlet pipe for the
lower cooling circuit 14 is labeled C, and the outlet pipe for
the lower cooling circuit 14 is labeled D. After the pump 36,
the coolant flow branches and flows through the heat
exchangers in the different heat generating components and
through the liquid-to-air heat exchanger 34. The warmer
coolant outflows from these branches and joins together
before flowing into the reservoir 16. The coolant flow rates
through the different branches of the circuit can be controlled
by flow restriction devices (e.g. electronically controlled
hydraulic valves).

Thus, in FIG. 1, the upper cooling circuit 12 contains one
flow circuit with branches for the different heat generating
components in the nacelle 20. The flow in each of these
branches can be adjusted by using flow restriction devices
(not shown in the figure). The upper cooling circuit 12 carries
the heat from the nacelle 20 to the reservoir 16. The lower
cooling circuit 14 then carries the heat from the reservoir 16
to the bottom of the tower 18 and dissipates it to the sea water
through a heat exchanger 38.

In another embodiment, as shown by the system 11 of FIG.
2, the upper cooling circuit is a collection of multiple inde-
pendent cooling circuits. Each of these circuits has a dedi-
cated coolant pump 36a-d, and a dedicated inlet and a dedi-
cated outlet to the reservoir 16, and carries the heat from one
ormore heat generating components to the reservoir 16. Thus,
the heat from the heat generating components in the nacelle
20 and the air inside the nacelle 20 is removed by the upper
cooling circuit 12 and brought into the coolant reservoir 16.
The coolant flow rate in each of the circuits is controlled
independently and thereby the maximum temperature of the
particular heat generating component in that cooling circuit.

The lower cooling circuit 14 carries the heat from the
reservoir 16 to the bottom of the tower 18 and dissipates the
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heat to the sea water through a liquid-to-liquid heat exchanger
38 at the tower bottom. The coolant pump 40 at the tower
bottom circulates the coolant in the lower cooling circuit 14.
A sea water pump 42 circulates cold sea water through the
heat exchanger in an open flow circuit. The coolant rejects the
heat to the cold sea water in the heat exchanger 38. The pump
40 helps circulate the coolant in the lower cooling circuit
(brings the warm coolant from the reservoir to the heat
exchanger 38 and returns the cold coolant back to the reser-
voir). The pump 42 helps bring the fresh cold sea water to the
heat exchanger 38 and carry the warm sea water back to the
sea.

Thus, FIG. 2 shows a cooling system for an oftshore wind
turbine according to another embodiment of the present
invention. The upper cooling circuit 12 contains independent
flow circuits for each of the heat generating components in the
nacelle 20. The upper cooling circuit 12 carries the heat from
these components to the reservoir 16. The lower cooling
circuit 14 then carries the heat from the reservoir 16 to the
tower 18 bottom and dissipates it to the sea water through a
heat exchanger 28. In FIG. 2, the inlet pipes for the upper
cooling circuit 12 are labeled A, the outlet pipes for the upper
cooling circuit 12 are labeled B, the inlet pipe for the lower
cooling circuit 14 is labeled C, and the outlet pipe for the
lower cooling circuit 14 is labeled D.

FIG. 2A shows a partial expanded version of FIG. 2. In
FIG. 2A, the inlet pipes of the upper cooling circuit 12,
connecting the reservoir 16 to the pumps, are labeled 1, 2, 3,
and 4. Specifically, the inlet pipe for the generator 26 is
labeled 1, the inlet pipe for the gear box 24 is labeled 2, the
inlet pipe for the heat exchanger 34 is labeled 3, and the inlet
pipe for the converter 28 and the hydraulics 30 is labeled 4.
Also in FIG. 2A, the outlet pipes for the upper cooling circuit
12 into the reservoir 16 are labeled a, b, ¢, and d. Specifically,
the outlet pipe for the generator 26 is labeled a, the outlet pipe
for the gear box 24 is labeled b, the outlet pipe for the heat
exchanger 34 is labeled c, and the outlet pipe for the converter
28 and the hydraulics 30 is labeled d.

Itis noted that the vertical axes of the reservoir 16 and its lid
22 are coincident with the nacelle yaw axis 21. The reservoir
lid 22 can also freely rotate about its axis. As the nacelle 20
yaws to direct the rotor blades 13 towards the wind direction,
the inlet and outlet pipes of the upper cooling circuit 12 freely
rotate inside the reservoir 16 along with the reservoir lid 22.
Moreover, the coolant inlets and outlets in the reservoir 16 can
be judiciously located such that the coolant outlet of the lower
cooling circuit 14 is closer to the coolant inlet of the upper
cooling circuit 12, and the coolant outlet of the upper cooling
circuit 12 is closer to the coolant inlet of the lower cooling
circuit 14. This ensures that the upper cooling circuit carries
the cold coolant to the heat generating components in the
nacelle and the lower cooling circuit carries the warm coolant
to the tower bottom for rejecting the heat to the sea water.

As noted earlier, the hollow open space in the center of the
reservoir 16 provides an access path for electrical lines, etc.,
between the nacelle 20 and the tower 18. Since the sea water
is used as a heat sink and the majority of the components that
help dissipate the heat generated by the turbine are either
attached to or at the bottom of the tower 18, the system of the
present invention can reduce the overall nacelle size and
weight.

The wind turbine nacelle 20 and the tower 18 are sealed to
minimize the air leakage. Moreover, the air inside them is
maintained at a slightly higher pressure than the ambient air.
It is a closed airflow system except for a small amount of
ambient air treated for water droplets, salt content, and
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humidity that is introduced into the tower 18 at the bottom to
compensate for any air leakage (not shown in the figures).

Notably, the heat flow direction in the cooling circuits can
be reversed, if needed, such as before a turbine cold start-up.
During severe cold weather conditions, the sea water, which
is warmer than the ambient air, can be used to warm up the
coolant in the lower cooling circuit 14 and thereby transport
heat from the sea water to the coolant in the reservoir 16. The
upper cooling circuit then carries the heat to the drivetrain 24
and other components in the nacelle 20 and warms them up.
This can reduce the time needed for a turbine cold start-up.
The coolant can be additionally heated in either of the cooling
circuits 12, 14 by electrical or other means to speed up the
turbine warm up process before a cold start.

As noted previously, the heat generated by the drivetrain 24
and that by the hydraulic components 30 is transferred to the
coolant in the upper cooling circuit through liquid-to-liquid
heat exchangers in the lubricating oil and hydraulic fluid
sumps, respectively, and transported to the coolant reservoir
16. Alternately, the lubricating oil (that cools the drivetrain)
and the fluid used in the hydraulic system for blade pitching
and nacelle yawing can be cooled by circulating them through
independent liquid-to-liquid heat exchangers (not shown in
the figures) that are immersed vertically into the coolant in the
reservoir. The only requirement in this case is that these heat
exchangers be shaped such that they are free to rotate inside
the reservoir 16 when the nacelle 20 yaws.

FIG. 3 shows a close-up view of the coolant reservoir 16
and its freely rotating 1id 22. The coolant inlet and outlet tubes
of the upper cooling circuit 12 rotate freely inside the reser-
voir 16 as the nacelle 20 yaws to direct the blades 13 towards
the wind direction. In FIG. 3, the inlet pipe for the upper
cooling circuit 12 is labeled A, the outlet pipe for the upper
cooling circuit 12 is labeled B, the inlet pipe for the lower
cooling circuit 14 is labeled C, and the outlet pipe for the
lower cooling circuit 14 is labeled D. It is noted that the axis
of symmetry 23 of the reservoir 16 is nearly coincident with
the nacelle yaw axis 21.

The turbine cooling system as shown in FIG. 1 is such that
the coolant in the lower cooling circuit 14 is cooled in a
liquid-to-liquid heat exchanger 38 by an open flow sea water
system. Alternately, the coolant in the lower cooling circuit 14
can be cooled by a heat exchanger that is directly immersed
into the sea water (not shown). In this latter case, a larger heat
exchanger is most likely needed because the of the lower heat
transfer coefficient on the sea water side. Moreover, provi-
sions are needed to ensure that no marine growth occurs on
the heat exchanger immersed in the sea water.

In both offshore and onshore wind turbines, an air cooled
radiator at the tower bottom can also be used to cool the warm
coolant in the lower cooling circuit. A main advantage of
using an air cooled radiator near the tower bottom is to reduce
the nacelle size and weight. Alternately, the lower cooling
circuit can also be connected to a geothermal cooling and
heating system.

While various embodiments of the present invention have
been described above, it should be understood that they have
been presented by way of example, and not limitation. It will
be apparent to persons skilled in the relevant art(s) that vari-
ous changes in form and detail can be made therein without
departing from the spirit and scope of the present invention.
Thus, the present invention should not be limited by any of the
above-described exemplary embodiments, but should be
defined only in accordance with the following claims and
their equivalents.

In addition, it should be understood that the figures illus-
trated in the attachments, which highlight the functionality
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and advantages of the present invention, are presented for
example purposes only. The architecture of the present inven-
tion is sufficiently flexible and configurable, such that it may
be utilized (and navigated) in ways other than that shown in
the accompanying figures.

Furthermore, the purpose of the foregoing Abstract is to
enable the U.S. Patent and Trademark Office and the public
generally, and especially the scientists, engineers and practi-
tioners in the art who are not familiar with patent or legal
terms or phraseology, to determine quickly from a cursory
inspection the nature and essence of the technical disclosure
of'the application. The Abstract is not intended to be limiting
as to the scope of the present invention in any way. It is also to
be understood that the steps and processes recited in the
claims need not be performed in the order presented.

Having described the invention, what is claimed as new and
secured by Letters Patent is:

1. A system to cool air inside a nacelle and heat generating
components housed in the nacelle of an offshore wind tur-
bine, comprising:

an upper cooling circuit in the nacelle having at least one

upper inlet pipe and at least one upper outlet pipe sharing
a reservoir with a lower cooling circuit having a lower
inlet pipe and a lower outlet pipe;

wherein the reservoir is disposed below the upper cooling

circuit and has a lid that freely rotates about a vertical
axis of the reservoir along with the at least one upper
inlet pipe and the at least one upper outlet pipe of the
upper cooling circuit as the nacelle yaws, the vertical
axis of the reservoir being coincident with a yaw axis of
the nacelle;

wherein the lower cooling circuit is disposed below the

reservoir,

wherein

coolant is circulated through the upper cooling circuit

using a cooling pump disposed in the nacelle,
the at least one upper outlet pipe of the upper cooling
circuit carries heat from the heat generating components
and from the air inside the nacelle to the reservoir, and

the lower inlet pipe of the lower cooling circuit carries the
heat from the reservoir to the wind turbine tower bottom
and dissipates the heat to the sea water through a heat
exchanger that is cooled by the sea water.

2. The system as set forth in claim 1, further comprising
another heat exchanger disposed inside the nacelle to dissi-
pate the heat from the air inside the nacelle to the coolant.

3. The system as set forth in claim 1, wherein the upper
cooling circuit has a single upper inlet pipe and a single upper
outlet pipe connected to the reservoir.

4. The system as set forth in claim 1, wherein the reservoir
has a doughnut shape so that there is an open space for
providing an access path for electrical lines between the
nacelle and the tower bottom.

5. The system as set forth in claim 1, wherein the nacelle
and the tower are sealed to minimize air leakage, and air
inside the nacelle and the tower is maintained at a slightly
higher pressure than ambient air.

6. The system as set forth in claim 1, further comprising a
sea water cooled heat exchanger disposed at the bottom of the
tower to cool the coolant in the lower cooling circuit.

7. The system as set forth in claim 1, wherein during cold
weather conditions the heat flow direction in the upper and
lower cooling circuits is reversed and the sea water is used to
warm the coolant in the lower cooling circuit, transporting
heat from the sea water to the coolant in the reservoir, wherein
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the upper cooling circuit transports the heat to the heat gen-
erating components to warm them before a cold start-up of the
turbine.

8. A system to cool air inside a nacelle and heat generating
components housed in the nacelle of an offshore wind tur-
bine, comprising:

an upper cooling circuit disposed in the nacelle and being

comprised of a plurality of independent cooling circuits
each having an inlet pipe and an outlet pipe sharing a
reservoir with a lower cooling circuit having a lower
inlet pipe and a lower outlet pipe;

wherein the reservoir is disposed below the upper cooling

circuit and has a lid that freely rotates about a vertical
axis of the reservoir along with the inlet and outlet pipes
of the upper cooling circuit as the nacelle yaws, the
vertical axis of the reservoir being coincident with a yaw
axis of the nacelle;

wherein the lower cooling circuit is disposed below the

reservoir,
wherein
coolant is circulated through the upper cooling circuit
using a plurality of cooling pumps respectively corre-
sponding to the independent cooling circuits and being
disposed between the nacelle and the upper cooling cir-
cuit,
the coolant is circulated through the lower cooling circuit
using a coolant pump disposed at a bottom of the tower;

the outlet pipes of the plurality of independent cooling
circuits of the upper cooling circuit carry heat from the
heat generating components and from the air inside the
nacelle to the reservoir, and

the lower inlet pipe of the lower cooling circuit carries the

heat from the reservoir to the bottom of the tower and
dissipates the heat to the sea water through a heat
exchanger that is cooled by the sea water and a sea water
pump that circulates sea water through the heat
exchanger.

9. The system as set forth in claim 8, further comprising
another heat exchanger disposed inside the nacelle to dissi-
pate the heat from the air inside the nacelle to the coolant.

10. The system as set forth in claim 8, wherein the reservoir
has a doughnut shape so that there is an open space for
providing an access path for electrical lines between the
nacelle and the bottom of the tower.

11. The system as set forth in claim 8, wherein the nacelle
and the tower are sealed to minimize air leakage, and air
inside the nacelle and the tower is maintained at a slightly
higher pressure than ambient air.

12. The system as set forth in claim 8, further comprising a
sea water cooled heat exchanger disposed at the bottom of the
tower to cool the coolant in the lower cooling circuit.

13. The system as set forth in claim 8, wherein during cold
weather conditions the heat flow direction in the upper and
lower cooling circuits is reversed and the sea water is used to
warm coolant in the lower cooling circuit, transporting heat
from the sea water to the coolant in the reservoir, wherein the
upper cooling circuit transports the heat to the heat generating
components to warm them before a cold start-up of the tur-
bine.

14. A method for cooling air inside a nacelle and heat
generating components housed in the nacelle of an offshore
wind turbine, the wind turbine comprising a tower and an

upper cooling circuit having at least one upper inlet pipe and 65

at least one upper outlet pipe that shares a reservoir with a
lower cooling circuit having a lower inlet pipe and a lower
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outlet pipe, wherein the reservoir is disposed between the
upper and lower cooling circuits and has a lid, the method
comprising the steps of:
rotating the lid of the reservoir freely about a vertical axis
5 of the reservoir along with the at least one upper inlet
pipe and the at least one upper outlet pipe of the upper
cooling circuit as the nacelle yaws, the vertical axis of
the reservoir being coincident with a yaw axis of the
nacelle;
circulating coolant through the upper cooling circuit;
carrying heat from the heat generating components and
from the air inside the nacelle by the at least one upper
outlet pipe of the upper cooling circuit to the reservoir;

carrying the heat from the reservoir by the lower inlet pipe
of the lower cooling circuit to a bottom of the tower of
the wind turbine;

and dissipating the heat through a heat exchanger that is

cooled by sea water.
15. The method of claim 14, in which said circulating step
includes circulating the coolant through the upper cooling
circuit using a cooling pump disposed between the nacelle
and the upper cooling circuit.
16. The method of claim 14, in which said circulating step
includes circulating the coolant through the upper cooling
circuit using a plurality of cooling pumps respectively corre-
sponding to inlet and outlet pipes of the upper cooling circuit
and being disposed between the nacelle and the upper cooling
circuit.
17. The method of claim 14, further comprising the step of
circulating the coolant in the lower cooling circuit using a
coolant pump disposed at the bottom of the tower.
18. The method as set forth in claim 14, further comprising
the steps of, during cold weather conditions, reversing the
heat flow direction in the upper and lower cooling circuits
using the sea water to warm the coolant in the lower cooling
circuit, transporting heat from the sea water to the coolant in
the reservoir, and transporting the heat from the reservoir
through the upper cooling circuit and to the heat generating
components to warm them before a cold start-up of the tur-
bine.
19. A system to warm air inside a nacelle and heat gener-
ating components housed in the nacelle before a cold start-up
in an offshore wind turbine that is housed in a tower, the
system comprising:
an upper cooling circuit disposed in the nacelle having at
least one upper inlet pipe and at least one upper outlet
pipe sharing a reservoir with a lower cooling circuit
having a lower inlet pipe and a lower outlet pipe;

wherein the reservoir is disposed below the upper cooling
circuit and has a lid that freely rotates about a vertical
axis of the reservoir along with the at least one upper
inlet pipe and the at least one upper outlet pipe of the
upper cooling circuit as the nacelle yaws, the vertical
axis of the reservoir being coincident with a yaw axis of
the nacelle;

wherein the lower cooling circuit is disposed below the

reservoir,

wherein during cold weather conditions sea water is used to

warm coolant in the lower cooling circuit, transporting
heat from the sea water to the coolant in the reservoir,
wherein the upper cooling circuit transports the heat to
the heat generating components to warm them.

20. The system as set forth in claim 19, further comprising
means for additionally heating the coolant in at least one of
the upper and lower cooling circuits to speed up the cold
start-up of the turbine.
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